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PRODUCT OVERVIEW
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1.Micro USB Port
2.Adjustment Button
3.Switch Button
4.Sensor

5.Indicator Light
6.Aluminium House
7.Lampshade
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OPERATION

1.POWER ON/OFF.
For first use, long press S2 button for 3 seconds to turn on the light and at this point it is in

always on modes. Long press it for 3 seconds again to turn off it.

2.SWITCH MODES.

1)Press S2 button and the sensor flashes red light for a few seconds to turn off, which means
that the motion sensor mode is enabled (Turns on when detecting movement).

2)Press S2 button again and then the sensor flashes green light for a few seconds to turn off,
which means the motion & light sensor mode is enabled (Only turns on when detecting

movement in dark enough condition).
3)Press it once again and the sensor will not flash, which means the always on mode is
enabled.

3.ADJUST COLORS & LEVELS.

1)Press the S1 button in turns, and you can cycle through 3 colors: Natural White, Warm
White, Bright White, no matter what modes is enabled.

2)Long press S1 button for 3 seconds, and the brightness gradually change from bright to dim.
Release the button, and then press it for 3 seconds, so the brightness gradually changes
from dim to bright. (Note: When adjusting the brightness, you need to press the S1 button

until the brightness is adjusted to the suitable what you think, and then release the button).

INSTALLATION

2 Installation methods, simple and easy to operate.
1Thanks to the magnetic design on the light’s back, the light can be directly attach to any flat
and smooth metal surface.

2.With the supplied magnetic bar and tape, you can attach it anywhere without falling down.

1)Peel off the protective film and paste the tape to the magnetic bar.
2)Remove the film and stick the bar to the desired surface.

3)Mount the light on the magnetic bar.
4)Finish and easy to remove when charging.

FIXING INSTRUCTION
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Sensing
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PRECAUTIONS

Do not put the light in humid or high temperature places.

2. The light needs to be placed horizontally for more sensitive induction.

3. Please charge before use or when the light becomes dim. It takes about 3 hours to fully
charge (the indicator light is red when charging, and turns to green when fully charged).

4. Do not install the light under strong light, so as not to affect sensitivity or cause misopera-

tion.

The surface of object that attaches the magnetic bar should be as clean and flat as possible.

The best distance between two lights is more than 1 meter.
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DESCRIZIONE DEL PRODOTTO

1. Porta USB micro

2. Pulsante di regolazione
3. Pulsante di accensione
4. Sensore

5. Indicatore luminoso

6. Casa in alluminio

7. Paralume

FUNZIONAMENTO
1.ACCENSIONE/SPEGNIMENTO.

Per il primo utilizzo, premere a lungo il pulsante S2 per 3 secondi per accendere la luce ea
guesto punto e in modalita sempre accesa. Premerlo di nuovo a lungo per 3 secondi per
spegnerlo.

2.MODALITA DI CAMBIO.

1)Premere il pulsante S2 e il sensore lampeggia con luce rossa per alcuni secondi per
spegnersi, il che significa che la modalita sensore di movimento e abilitata (si accende
quando rileva un movimento).

2)Premere nuovamente il pulsante S2 e quindi il sensore lampeggia con luce verde per alcuni
secondi per spegnersi, il che significa che la modalita sensore di movimento e luce e
abilitata (si accende solo quando rileva un movimento in condizioni sufficientemente buie).

3) Premerlo ancora una volta e il sensore non lampeggera, il che significa che la modalita
sempre attiva e abilitata.

3.REGOLARE COLORI & LIVELLI.

1) Premre il pulsante S1 a turno e puoi scorrere 3 colori: bianco naturale, bianco caldo, bianco
brillante, indipendentemente dalle modalita abilitate.

2) Premere a lungo il pulsante S1 per 3 secondi e la luminosita passa gradualmente da lumino-
sa a fioca. Rilascia il pulsante, quindi premilo per 3 secondi, in modo che la luminosita passi
gradualmente da debole a luminosa. (Nota: quando si regola la luminosita, & necessario
premere il pulsante S1 fino a quando la luminosita non viene regolata in base a cio che si
pensa, quindi rilasciare il pulsante).

INSTALLAZIONE

2 metodi di installazione, semplici e facili da usare.

1.Grazie al design magnetico sul retro della luce, la luce puo essere fissata direttamente a
qualsiasi superficie metallica piatta e liscia.

2.Con la barra magnetica e il nastro in dotazione, puoi fissarlo ovunque senza cadere.

1)Rimuovere la pellicola protettiva e incollare il nastro sulla barra magnetica.
2)
3)Montare la luce sulla barra magnetica.
4)Fine e facile da rimuovere durante la ricarica..

Rimuovere la pellicola e incollare la barra sulla superficie desiderata.

ISTRUZIONI DI FISSAGGIO
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PRECAUZIONI

1. Non mettere la luce in luoghi umidi o ad alta temperatura.

2. La luce deve essere posizionata orizzontalmente per un'induzione pil sensibile.

3. Si prega di caricare prima dell'uso o quando la luce diventa debole. Sono necessarie circa 3
ore per caricarsi completamente (I'indicatore luminoso e rosso durante la carica e diventa
verde quando & completamente carico).

4. Non installare la luce sotto una luce forte, in modo da non influire sulla sensibilita o causare
un funzionamento errato.

5. La superficie dell'oggetto che attacca la barra magnetica deve essere il piu pulita e piatta
possibile.

6. La distanza migliore tra due luci € superiore a 1 metro.




